
Specifications
model

2500.MBA
Operations
• Relative humidity:

8%–80% (RH non-condensing)
• Standard configuration

Temperature: 60°F–90°F
(15.5°C-32°C)

• Power:
100-115VAC/25A 1ph50-60Hz
220-250VAC/15A 1ph50-60Hz

Standard
Instrumentation
Standard Measurement Unit
• System accuracy

- Continuity ±1%
- Insulation ±3%

• Fully programmable
- Voltage stimulus up to

1000VDC
- Current stimulus up to 2A
- Continuity resistance 0.01� –

99K�
- Insulation up to 1000M�

• Four-wire resistance measure-
ment from 0.01� – 10�

• Floating comparator
• Capacitance measurements

10pF – 5000µF
• Simultaneous insulation and

hipot testing
• DC dielectric (hipot) currents 

of 0.5 mA – 2.5mA
• DC voltage measurement

System Options
• AC HIPOT, 750 VAC
• Continuity probe
• Wireless remote control terminal
• Bar code reader
• Power Supplies

- 28 VDC
- 115 VAC 400 Hz.
- 0 - 50 VDC Programmable
- 0 - 115VAC, 15 - 1200hz.

• IEEE-488 Instruments
- Function Generator
- Digital Multi Meter (DMM)
- Others as required

• Customer specified connector
interface

Switching
• Series 42: 1000VDC, 2A
• Expandable switching in 1000

point increments
• Set-up Complete ensures proper

switching operation during 
testing

• Discharge Wait prevents switch-
ing from actuating with stimulus
applied

Buses
• Up to 10 in increments of 2
• 6 A per bus
• 2 A per switching relay contact

Computer Environment
• Industry standard personal com-

puter with Microsoft® Windows 
• Printer: inkjet

Standard Software
• TestLink® software includes:

- TestEdit® – editor for test 
programs and address 
correspondence

- TestExecutive® control with 
self-programming and Write 
Error Program (WEP) capability

- Syntax Checker (SYNCHK)
- Diagnostics

Software Options
• TestAssistant® II - Interface cable

and program builder
• Communications and networking
• Automatic Program Generation

(APG/WIRESORT)
* Checksum (CHKSUM)
* Language Translators

For more information
For the name of your representative
or more information on:
• Technical specifications
• Pricing
• Services
• Other products
• Authorized sales and service

agents
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