
SpecificationsFACT
FACT Test Systems
• Up to 54,000 points of switching

in 60 point increments
• Electromechanical relay switch-

ing up to 1500VDC/1000VAC
• Reed relay switching up to 

2000VDC/1500VAC
• Test rates up to 4000 TPM conti-

nuity and 20000 TPM insulation

Standard
Instrumentation
• Continuity Test Parameters 

- ±.225 to ±29.75VDC
- Short Circuit Current 5mA 

to 3A
- Resistance Limits 1� to 

99.9Kµ
- Four-wire Kelvin 0.01� to 

999�
• Leakage Test Parameters

- Low Voltage ±0.225 to 
±29.75 VDC

- Current Limits 5mA to 3A
- Resistance Limits 10� to 

99.9K�
- High Voltage ±30 to ±1500 

(2000) VDC
- Current Limit 5 mA maximum
- Resistance Limits 100K� - 

1G�
• Actual Value Measurements

- DC Voltage 10mV to 1500 
(2000) V

- AC Voltage 1V to 500 V
- Resistance 1� to 1G�
- Four-wire Kelvin 0.01� to 

999�

Instrumentation Options
• Capacitance

- 100nF to 1,000 µF
• AC Leakage Test

- 1000 VAC or 1500 VAC

- Ramp or zero-crossing
- Programmable short circuit 

current 0.01mA to 7mA

Computer Environment
• Industry standard personal 

computer with Windows
• Optional Industrial Computer
• Printer: inkjet

Standard Software
• On-line, context sensitive help
• Multilingual with English,

Spanish, German, and French
user interfaces

• Design custom error reports
through drag and drop fields
such as: pass/fail results, test
type, measured value, expected
value, FROM/TO product
address, error count, checksum,
start/stop times, date, test pro-
gram name, and operator ID

• Test program generation
- Self-programming
- Manual entry via keyboard 

and/or fill-in-the-blank test 
templates

- Direct download of test file 
from in-house database

- Automatic program generation 
from connector tables and wire 
lists (converts and sorts wire
list)

- One-step, direct ASCII import 
and extraction of FROM/TO 
wire lists data from customer 
defined fields

- Fill-in-the-blank test templates 
for on-line operator trouble-
shooting and repair

• Checksum (Hash total)
• Address off-set
• Printout failure in machine

and/or product language

• Self-test diagnostics
• Min/max programmable dwells
• Automatic, single step, manual

operating modes
• FROM and TO side scan

Hardware Options
• Remote control and probe
• Bar code reader
• Test station select
• Programmed power for external

energization of relays, lamps,
etc.

• IEEE-488 controlled instruments
- Digital Volt/Ohm Meter
- Programmable Power Supplies

• Special Output Connector
- AMP, Cannon, and North 

Electric
- Piggy-back (parallel output)
- QUIC® pneumatically operated 

(frictionless) assembly

For more information
For the name of your representative
or more information on:
• Technical specifications
• Pricing
• Services
• Other products
• Authorized sales and service

agents
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